NOTES:
1. SAMPLES SHOULD ONLY BE USED TO SET UP CARTON. ALL CARTON CLOSURES MUST BE DONE WITH TAPE.
2. FILL PACKAGING EMBOSSED TAPE WITH THE QUANTITIES AS INDICATED IN THE CHART.
3. A QUANTITY OF (SEE TABLE) CONNECTORS PER CARTON.

<table>
<thead>
<tr>
<th>PART NUMBER</th>
<th>Q'TY/REEL</th>
<th>REEL/BOX</th>
<th>Q'TY IN CARTON</th>
</tr>
</thead>
<tbody>
<tr>
<td>1054440011</td>
<td>1000</td>
<td>6</td>
<td>6000</td>
</tr>
<tr>
<td>1054440111</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1054440211</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1054441011</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1054441111</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1054441211</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

GENERAL TOLERANCES (UNLESS SPECIFIED)

- ANGULAR TOL ± 3.0°
- 4 PLACES ± 0.25
- 3 PLACES ± 0.25
- 2 PLACES ± 0.25
- 1 PLACE ± 0.25
- 0 PLACES ±

DRAWING SIZE: THIRD ANGLE PROJECTION
A3

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION

USB C PLUG, SPLINT, TAPE AND REEL PACKAGE
PACKAGING DESIGN DRAWING

REVIEWED BY DATE
RHANG 2016/04/26

CHANGED BY DATE
FYANG05 2015/12/29

DRAFT WHERE APPLICABLE MUST REMAIN WITHIN DIMENSIONS

REV: G

DATE: 2015/12/14

RELEASE STATUS: P1
RELEASE DATE: 2016/04/26
11:28:00

DOCKET NUMBER
1054441001
DOC. TYPE: PDD
CUSTOMER: 4

EC NO:
DRWN:
CHK'D:
APPR:
NOTES:
1. QUANTITY OF CONNECTORS: 1000 PCS/REEL.
2. PEEL-OFF FORCE OF TOP TAPE: 0.1-1.3N (10-130gf) (PEELING DIRECTION AS SHOWN IN FOLLOWING FIG) (PEELING-OFF SPEED: 300mm/min REF)
3. DIMENSION REFER TO EIA-481-2-A REQUIREMENTS.