NOTES:
1. MATERIAL: 0.4 ± 0.05 ANTISTATIC PS, CLEAR.
2. GENERAL TOLERANCE: ±0.20mm UNLESS OTHERWISE STATED.
3. DRAFT ANGLE: 5° MAX. TYP.
4. UNLESS OTHERWISE STATED, FORMING RADIUS:
   0.5 MAX. TYP (OUTSIDE), 0.3 MAX. TYP (INSIDE).
5. MAXIMUM CUMULATIVE TOLERANCE FOR 10 SOCKETS HOLE
   PITCH: ±0.2.
6. NO HIT MARKS, BRIDGES AND CRACKS ALLOWED.
7. CAMBERS DON’T EXCEED 1.0mm IN 100mm.
8. CARRIER TAPE PART NUMBER: 88596-0196.
9. COMPLIANT TO RoHS DIRECTIVE 2011/65/EU AND ELV
    DIRECTIVE 2000/53/EC.

FUNCTIONAL SYMBOLS

DIVISIONAL SYMBOLS

COVER TAPE PEELING FORCE
PEELING SPEED 300mm/mm

USER DIRECTION OF FEED

COVER TAPE PEELING FORCE
PEELING SPEED 300mm/min

6° A

165° ~ 180°

F 0.1N ~ 1.3N

A3-SIZE 47589

SEE TABLE GENERAL MARKET

PK-47589-001 PDO 001 E
NOTES:
1. QUANTITY: 1,500PCS/REEL.
2. 7 REELS IN A CARTON.
3. COMPLIANT TO RoHS DIRECTIVE 2011/65/EU AND ELV DIRECTIVE 2000/53/EC.