NOTES:
1. MATERIAL:
   HOUSING: LCP, BLACK, UL94V-0
   TERMINAL: COPPER ALLOY, THICKNESS: 0.15mm
   SHELL: STAINLESS STEEL, THICKNESS: 0.30mm
2. PLATING:
   TERMINAL: CONTACT AREA: GOLD FLASH OVER MINIMUM 0.25 MICRON POIN.
   SOLDER TAIL AREA: GOLD FLASH
   UNDER PLATING: NICKEL 2.0 MICRON MINIMUM
   SHELL: MATTE TIN 2.0 MICRON
   UNDER PLATING: NICKEL 1.27 MICRO MINIMUM
3. TAIL & NAIL COPLANARITY: 0.28mm MAXIMUM
4. PRODUCT SPECIFICATION: PS-105017-001
5. PACKAGING SPECIFICATION: PK-105017-001
6. COMPLIANT TO RoHS DIRECTIVE 2002/95/EC AND ELV DIRECTIVE 2000/53/EC.
NOTES:
1. MATERIAL:
   HOUSING: LCP, BLACK, UL94V-0
   TERMINAL: COPPER ALLOY, THICKNESS: 0.15mm
   SHELL: STAINLESS STEEL, THICKNESS: 0.30mm
2. PLATING:
   TERMINAL: CONTACT AREA: GOLD FLASH OVER MINIMUM 0.75MICRON PVD
   SOLDER TAIL AREA: GOLD FLASH
   UNDER PLATING NICKEL: 2.0 MICRON MINIMUM
   SHELL: MATTE TIN 3.5 MICRON
   UNDER PLATING NICKEL: 1.27 MICRON MINIMUM
3. TAIL & NAIL, COPLANARITY: 0.28mm MAXIMUM
4. PRODUCT SPECIFICATION: PS-105017-001
5. PACKAGING SPECIFICATION: PK-105017-001
6. COMPLIANT TO ROHS DIRECTIVE 2002/95/EC AND ELV DIRECTIVE 2000/53/EC