NOTES:
1. MATERIAL,
   HOUSING: High Temperature Thermal Plastic, 30% Glass Filled, Black, UL94V-0.
   TERMINAL: Copper Alloy
   SHELL: Stainless Steel
   INNER SHELL: Stainless Steel
   MIDDLE BLADE: Stainless Steel
2. PLATING:
   TERMINAL: CONTACT AREA: Gold Flash (0.05 min.)
   OVER 0.75 MICROMETER MIN. PALLADIUM/NICKEL PLATING
   SOLDER TAIL: 0.05 MICROMETER MIN. GOLD PLATING
   UNDER PLATING: 1.5 MICRON MIN. SOLDERABLE NICKEL PLATING OVERALL
   SHELL: 1.5 MICRON MIN. SOLDERABLE NICKEL PLATING OVERALL
   INNER SHELL: GOLD FLASH PLATING ON THE SOLDER TAIL
   AND 1 MICROMETER NICKEL PLATING OVERALL
3. PRODUCT SPEC REFER TO PS-105448-001
4. PACKAGE SPEC REFER TO PK-105455-001
5. COPLANARITY OF SMT PINS SOLDER TAIL IS 0.10 MAX.
   BEFORE AND AFTER REFLOW
6. T/H SOLDER TAIL POSITION BE CONTROLED BY GAUGE
7. PRODUCT COMPLIANT TO ROHS DIRECTIVE 2011/65/EU
   AND ELV DIRECTIVE 2000/53/EC