NOTES
1. MATERIAL:
   HOUSING - HIGH TEMPERATURE THERMOPLASTIC GLASS FILLED, UL 94V-0, BLACK
   TERMINALS - COPPER ALLOY
2. PLATING:
   CONTACT AREA - 0.28 Hr MIN GOLD OVER 2.54 Hr MIN NICKEL
   SOLDER FOOT AREA - 2.54 - 5.09 Hr TIN OVER 2.54 Hr MIN NICKEL
3. PLATING:
   CONTACT AREA - 0.76 Hr MIN GOLD OVER 2.54 Hr NICKEL
   SOLDER AREA - 2.54 - 5.09 Hr TIN OVER 2.54 Hr MIN NICKEL
4. PLATING:
   CONTACT AREA - 0.76 Hr MIN GOLD OVER 2.54 Hr NICKEL
   SOLDER AREA - GOLD FLASH OVER 2.54 Hr MIN NICKEL
5. TERMINAL SOLDER FEET TO BE COPLANAR WITHIN 0.10
6. DATE CODE: 4 DIGIT (3 DIGIT DATE, 1 DIGIT YEAR)
SEE DETAIL A

PIN 11

SEE DETAIL A

PIN 10

THIS AREA DENOTES
COMPONENT KEEP-OUT
(TRADES ALLOWED)

PIN 1

CROSS HATCHED AREA DENOTES
COMPONENT AND TRACE KEEP-OUT
(EXCEPT CHASSIS GROUND)

0.50±0.03 TYP
+0.060 A① A①

2.00±0.05 TYP
+0.060 A① A①

DETAIL A
SCALE 24:1